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Abbreviations, screw thread, 541
for tapers, 844
on drawings, 129
.standard, 17
, wire gauge, 699 Abrasives for polishing, 883
, tumbling, "222
Abrasive wheels, structure of, 862 Absolute units, 26 Acceleration, 2G " of falling body, 50 Accumulator, 342 Acetate cellulose, 318 Acid etching, 196
nitnc, weight of, 1106
steel, 189
, sulphuric, weight of, 1106 Acids, pickling, 220 Acme screw thread, milling, C47 tables, 595
threads, 536 Acoustic watt, 33 Acrylic resins, 317 Actinium, 266 Addition, patents of, 156 Admiralty brass, 251
fine thread, .583
Advertisement of trade marks, 163 Adzes, cutting angles for, 226 Aerofoil characteristics, 1244
Clark Y, 1252
drag, 1263
, forces acting on, 1245
sections, 1247
Aerofoils, properties of, 1245 Aeronautical engineering, 1241 Aeroplane performance, estimation of, 1266 Aeroplanes, wood for, 1268 Aero screw threads, 538 Ageing, 189
.strain, 235 Air chuck, Herbert, 524
chucks, 516,1168
, compressed, 1085
compression, power for, 1086,1087
conditioning, 1192
consumption of pneumatic tools, 1091 Aircraft control bearings, 401
drag, 1256
metal for, 1260
performance estimation, 1266
, wood for, 1268 Air distribution, 1089
filter, 1196
fixtures for milling machine, 925
friction, 1242
furnace, 1177
, melting-point of, 269
-operated gauges, 791
, pressure volume and temperature for, 1089
, specific heat of, 269
vents in punches, 799
washer, 1195
, weight of, 50 Alcohol, weight of, 1106 Alden's grinding theory, 864
Alder, weight of, 051
Ale measure, 51
Algebraic identities, OS
AlhofT & Muller music wire gauge, 708
Alkaline decreasing solutions, S91
Allotropic forms of iron, 242
modifications, 1S9 Allowances for machine-finish, 224 Alloy cast iron, 208, 216
chisel steel, heat treatment of, 1S4 , expanding on cooling, 302 steel castings, composition of, 182
, heat treatment of, 181 steels, 180
Alloys, aluminium-base, 302 , copper-base, 305 for diecasting, 302 in steel, effects, 193 , low-temperature melting, 351 , testing, 298 , zinc-base, 302 Almond, weight of, 651 Alpha iron, 189 Alumina, 220 Aluminium, 266 alloys, 1269 , classification of, 1273 , cold working, 249 , heat treatment of, 24S, 1269 , hot working, 249 , precipitation treatment, 248 , pressing, 810
, solution treatment for, 249 , wrought, treatment of, 1274 , anodic treatment, 362 -base alloys, 302 brass, 251 bronze, 252 , cast, sawing, 1139 , chasers for, 577 , cutting lubricant for, 357 diecasting alloys, 261 diecastings, burnishing, 223 , drilling speed for, 1094 , electrical and thermal conductivities and
thermal-expansion of, 250 , emissive power of, 168 , heat treatment of, 248 , matt, 907
, melting-point of, 269 , oxidising, 362 , physical constants, 246 pressing, 810
, pure, rolled, or forged, sawing, 1139 , soldering, 839 , specific gravity of, 246
heat of, 260
, speeds and feeds for, 633 , weight of, 1106 1 cu. in., 269
American oak, weight of, 1106 8-pitch, 12-pitch, and 16-pitch screw threads,
603
National coarse threads, 602 fine-screw threads, 601 thread, 592
Screw & Wire Co., music wire gauge, 710 standard pipe thread, 624
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